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Accenta LCD Remote Keypad 
Installation Instructions 

Introduction 
This LCD remote keypad operates with the Accenta Gen4 intruder system. Up to four keypads can be 
connected to the system. Mount the keypad in a position which allows ease of operation by the user. 

Installation Procedure 
1. Separate the keypad baseplate from the main assembly by slackening the retaining screw. 
2. Open out the main assembly from the bottom edge to dislodge it from the top retaining slots. 
 
CAUTION: The keypad pcb must not be removed from the main assembly. 

CAUTION: The discharge of static electricity can damage or degrade sensitive electronic 
components on the panel board. Anti-static procedures should be followed when 
handling the panel board. 

Keypad PCB 
The keypad PCB is wired to the comms bus of the Accenta Gen4 alarm control panel.  
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Keypad terminals 
 
+13V, 0V: these are the power supply terminals to the panel. 

sound: this controls the keypad sounder and is be connected to the panel. 

tamp, tamp:  these are the keypad tamper terminals and are connected to the panel. 

comms: this is the data communication terminal and is connected to the panel. 
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Mounting the Keypad Baseplate 
1. Cut away the required thin-wall section around the edges of the baseplate for cable entry. 

NOTE: The baseplate mounting holes are 75mm centres which allow it to be fixed to a 
 single gang electrical metal box. As an alternative, the baseplate may be fitted  directly to the 
 wall using suitable fixings. 

2. Bring in the cables into the baseplate and wire to the terminal block on the keypad main 
assembly. 

3. Refit the keypad main assembly to the baseplate by locating the top retaining clips into the inside 
top part of the baseplate. 

4. Close the main assembly onto the baseplate, ensuring that the wiring does not foul the tamper 
switch/spring. 

5. Attach the screw to the bottom of the case. 

                                                                               
 

Technical Spec 
Power supply: 10.5V – 14.8V 
Current:  70mA maximum 
Weight:  215g 

LED indicators:  (green),  (Red) 
LCD:  2 lines, 16 characters per line green Liquid Crystal Display (LCD) with  
  backlight 
Keypad (backlit): Mobile phone style keypad with part set keys and SOS keys 
Entry Code: 4-digit PIN code (Default: 0123) 
SOS: Dual push button to meet ACPO requirements 

Keypad Dimensions 
Height: 105.0 mm 
Width: 135.0 mm 
Depth: 25.5 mm 
  
 
 
          

 
 

Declaration  
This keypad conforms to the requirements 
of the European EMC and Low Voltage 
directives, and carries the CE mark.  
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